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RESOLUTION NO. 23-9277 

A RESOLUTION OF THE CITY OF SANTA CLARA, 
CALIFORNIA, APPROVING THE ARCHITECTURAL REVIEW OF 
THE PROPOSED SECOND-STORY ACCESSORY DWELLING 
UNIT AND EXTERIOR AND INTERIOR ALTERATIONS TO THE 
PROPERTIES LOCATED AT 1070 LEWIS STREET AND 1365 
MAIN STREET, SANTA CLARA, CALIFORNIA 
 

PLN21-15422 (Architectural Review) 
 

WHEREAS, On December 23, 2021, Mark Robson on behalf of Pear Tree Investments, LLC (the 

“Owner”) submitted a formal application requesting to rezone the property at 1365 Main Street 

and 1070 Lewis Street (“Project Site”) from R1-6L to PD-Planned Development, and a Tentative 

Parcel Map to subdivide one parcel to two parcels to create a separate lot for 1070 Lewis Street. 

The development includes an Architectural Approval to a listed historical resource at 1365 Main 

Street for interior and exterior alterations, addition, and construction of two new parking garages, 

and a new second-story accessory dwelling unit (ADU) at 1070 Lewis Street; 

WHEREAS, the two houses at 1365 Main Street and 1070 Lewis Street sit on a 9,386 square-

foot, L-shaped lot located on the northwest corner of the block bound by Lewis Street to the north 

and Main Street to the west; 

WHEREAS, the Project Site is currently zoned as R1-6L – Single-family Residential; 

WHEREAS, the Project Site has a General Plan land use designation of Very Low Density 

Residential; 

WHEREAS, a rezone of the property to PD is required to allow creative development standards 

for site and building design, that are not otherwise allowed in standard zoning districts, to maintain 

the proposed two detached single-family dwelling units and construct two detached garages and 

an ADU on two proposed substandard sized lots (“Project”) as shown on the Development Plans, 

attached as Exhibit “Development Plans.”;  

WHEREAS, the proposed Tentative Parcel Map would subdivide a 9,386 square-foot L-shape 

parcel into two substandard lots of 5,359 square feet and 4,027 square feet;   
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WHEREAS, the Project proposes a second-story ADU above the proposed detached two-car 

garage at 1070 Lewis Street;  

WHEREAS, the proposed project is categorically exempt from the California Environmental 

Quality Act (CEQA) pursuant to CEQA Guidelines Section 15301(Class 1 -- Existing Facilities), in 

that the project involves the repairs and alterations to a historic single-family residence and 

pursuant to CEQA Guidelines Section 15331 (Class 31 -- Historical Resource 

Restoration/Rehabilitation), in that the project concerns the renovation of a property in a manner 

consistent with the Secretary of the Interior’s Standards; 

WHEREAS, the Project was reviewed and recommended for approval by the Historical and 

Landmarks Commission at the regular Historical and Landmarks Commission meeting on May 

17, 2023;  

WHEREAS, the Project was reviewed and recommended for approval of the Architectural Review 

by the Planning Commission on August 23, 2023; 

WHEREAS, on September 29, 2023, notice of this item was posted in three conspicuous locations 

within 300 feet of the project site and mailed to property owners within 300 feet of the project site; 

and 

WHEREAS, on October 10, 2023, the City Council held a duly noticed public hearing to consider 

the Rezoning, Architectural Approval, and Tentative Parcel Map, at which time all interested 

persons were given an opportunity to provide testimony and present evidence, both in support of 

and in opposition to the proposed rezoning. 

NOW THEREFORE, BE IT RESOLVED BY THE CITY OF SANTA CLARA AS FOLLOWS: 

1. That the City Council hereby finds that the above Recitals are true and correct and by this 

reference makes them a part hereof.  

2. The City Council makes the following findings regarding the proposed architectural design 

of the Project: 

// 
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A. That any off-street parking areas, screening strips and other facilities and 

improvements necessary to secure the purpose and intent of Chapter 18.76 of the City 

Code and the General Plan of the City are a part of the proposed development, in that 

the Project provides the required two covered parking spaces for each residence and 

provides area surfaced with all-weather materials for parking of vehicles. 

B. That the design and location of the proposed development and its relation to 

neighboring developments and traffic is such that it will not impair the desirability of 

investment or occupation in the neighborhood, will not unreasonably interfere with the 

use and enjoyment of neighboring developments, and will not create traffic congestion 

or hazard, in that proposed project would not intensify the use of the property that 

would cause increased traffic congestion or hazard as the property would continue to 

be utilized as a single-family residence and provide two covered parking spaces 

onsite; 

C. That the design and location of the proposed development is such that it is in keeping 

with the character of the neighborhood and is such as not to be detrimental to the 

harmonious development contemplated by Chapter 18.76 and the General Plan of the 

City, in that the Project design is in keeping with the character of the existing block and 

the larger Old Quad neighborhood in that the Project will have a two-story scale and 

massing similar to the surrounding single-family homes; 

D. That the granting of such approval will not, under the circumstances of the particular 

case, materially affect adversely the health, comfort or general welfare of persons 

residing or working in the neighborhood of the Project and will not be materially 

detrimental to the public welfare or injurious to property or improvements in such 

neighborhood, in that the project is subject to the California Building Code and City 

Code requirements, which serve to regulate new construction to protect public health, 

safety and general welfare. 



E. That the proposed development, as set forth in the plans and drawings, is consistent 

with the City's Community Design Guidelines, in that the rear addition at 1365 Main 

Street is compatible in material and Craftsman architectural style as the exterior of the 

historical house; the proposed second-story ADU is compatible with the Craftsman 

architectural style as the historical resource at 1365 Main Street; and the second-story 

ADU is designed with no egress windows on the east and south side to prevent privacy 

impact to adjacent neighbor. 

3. That based upon the development plans and architectural review of the Project, the City 

Council hereby provides architectural approval of the Project. 

4. Effective date. This resolution shall become effective immediately. 

I HEREBY CERTIFY THE FOREGOING TO BE A TRUE COPY OF A RESOLUTION PASSED 

AND ADOPTED BY THE CITY COUNCIL AT A REGULAR MEETING THEREOF HELD ON THE 

24TH DAY OF OCTOBER, 2023, BY THE FOLLOWING VOTE: 

AYES: COUNCILORS: 

NOES: COUNCILORS: 

ABSENT: COUNCILORS: 

ABSTAINED: COUNCILORS: 

Attachments incorporated by reference: 
1. Rezone and Architectural COAs 
2. Development Plans 

Becker, Chahal, Hardy, Jain, Park, and Watanabe 

None 

None 

ATTEST:-", m~~~~~--\----­
NORA PIMENTEL, M 
ASSISTANT CITY CLERK 
CITY OF SANTA CLARA 
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CONDITIONS OF REZONE AND ARCHITECTURAL APPROVAL 
 

In addition to complying with all applicable codes, regulations, ordinances and resolutions, the 
following conditions of approval are recommended: 
 
GENERAL  
G1. If relocation of an existing public facility becomes necessary due to a conflict with the 

developer's new improvements, then the cost of said relocation shall be borne by the 
developer. 

G2. Comply with all applicable codes, regulations, ordinances and resolutions. 
 
ATTORNEY’S OFFICE  
A1. The Developer agrees to defend and indemnify and hold City, its officers, agents, 

employees, officials and representatives free and harmless from and against any and all 
claims, losses, damages, attorneys' fees, injuries, costs, and liabilities arising from any 
suit for damages or for equitable or injunctive relief which is filed by a third party against 
the City by reason of its approval of developer's project. 

 
COMMUNITY DEVELOPMENT 
P1. It shall be the developer's responsibility through his engineer to provide written 

certification that the drainage design for the subject property will prevent flood water 
intrusion in the event of a storm of 100-year return period.  The developer's engineer 
shall verify that the site will be protected from off-site water intrusion by designing the 
on-site grading and storm water collection system using the 100-year hydraulic grade 
line elevation provided by the City's Engineering Department or the Federal Flood 
Insurance Rate Map, whichever is more restrictive.  Said certification shall be submitted 
to the City Building Inspection Division prior to issuance of building permits. 

P2. In the event historic/prehistoric artifacts or human remains are discovered during ground 
disturbing activities, the following measures will be implemented: In compliance with 
State law (Section 7050.5 of the Health and Safety Code and Section 5097.94 of the 
Public Resources Code), in the event human remains are encountered during grading 
and construction, all work within 25 feet of the find will stop and the Santa Clara County 
Coroner’s office will be notified.  If the remains are determined to be Native American, 
the Coroner will notify the Native American Heritage Commission to identify the “Most 
Likely Descendant” (MLD).  The City, in consultation with the MLD, would then prepare a 
plan for treatment, study and reinternment of the remains.   

P3. In compliance with State law (Section 7050.5 of the Health and Safety Code and Section 
5097.94 of the Public Resources Code), in the event that historical artifacts are found, all 
work within 50 feet of the find will stop and a qualified archaeologist will examine the 
find.  All significant artifacts and samples recovered during construction would be 
cataloged and curated by a qualified archaeologist and placed in an appropriate curation  
facility.  The archaeologist must then submit a plan for evaluation of the resource to the 
City of Santa Clara Planning Division for approval.  If the evaluation of the resource  
concludes that the found resource is eligible for the California Register of Historic 
Resources, a mitigation plan must be submitted to the City of Santa Clara Planning 
Division for approval.  The mitigation plan must be completed before earthmoving or 
construction activities can recommence within the designated resource area.   

P4. The following measures are included in the project to reduce the potential for nuisances 
related to construction:   
a.  Construction activities shall be limited to the hours between 7:00 AM and 6:00 

PM, Monday through Friday, and between the hours of 9:00 AM to 6:00 PM on 
Saturday.  No construction activities shall occur on Sundays or holidays. 
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b.  Equip all internal combustion engine-driven equipment with intake and exhaust 
mufflers that are in good condition and appropriate for the equipment. 

c.  Locate stationary noise generating equipment as far as possible form adjacent 
residential properties. 

d.  Acoustically shield stationary equipment located near existing residential 
properties. 

e.  Utilize “quiet” air compressors and other stationary noise sources where 
technology exists. 

f.  The contractor shall prepare a construction plan identifying the schedule for 
major noise-generating construction activities.  The construction plan shall 
identify a procedure for coordinating with adjacent residential land uses so that 
construction activities can be scheduled to minimize noise disturbance. 

P5. No portion of the homes shall be sectioned off such that a resident does not have full 
access to all common areas of the residence.   

P6. Any changes to the number of exterior entrances to the residential structures shall 
require Planning approval.  

P7. Developer shall implement the proposed Treatment Plan for 1365 Main Street 
throughout the construction process.  

BUILDING DIVISION 
 
BD1. Prior to overall construction permit application, submit to the Santa Clara Building 

Division, 2 copies of an addressing diagram request, to be prepared by a 
licensed architect or engineer. The addressing diagram(s) shall include all 
proposed streets and all building floor plans. The addressing diagram(s) shall 
conform to Santa Clara City Manager Directive #5; Street Name and Building 
Number Changes, and Santa Clara Building Division Address Policy For 
Residential and Commercial Developments. The addressing diagram(s) shall 
indicate all unit numbers to be based off established streets, not alleys nor 
access-ways to garages. Allow a minimum of 10 working days for initial staff 
review. Please note city staff policy that existing site addresses typically are 
retired. Provide digital pdf printed from design software, not scanned from printed 
paper sheet. 

a. Any building or structure that is demolished shall have its address retired 
and a new address/s shall be issued for the project.  

 
BD2. The construction permit application drawings submitted to the Santa Clara 

Building Division shall include a copy of the latest Federal Emergency 
Management Agency (FEMA) Flood Zone Map: 
https://msc.fema.gov/portal/home. The project drawings shall indicate how the 
project complies with the Santa Clara Flood Damage Prevention Code. 

a. FEMA Flood Zone map designations and requirements are based on the 
map in effect at date of Building Permit issuance.  

 
BD3. The construction permit application drawings submitted to the Santa Clara 

Building Division shall include Santa Clara Valley Urban Runoff Pollution 
Prevention Program Low Impact Development (LID) practices 
http://www.scvurppp-w2k.com/nd_wp.shtml. All projects that disturb more than 
one acre, or projects that are part of a larger development that in total disturbs 

https://msc.fema.gov/portal/home
http://www.scvurppp-w2k.com/nd_wp.shtml
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more than one acre, shall comply with the Santa Clara Valley Urban Runoff 
Pollution Prevention Program Best Management Practices (BMP): 
http://www.scvurppp-w2k.com/construction_bmp.shtml, and shall provide a 
Storm Water Pollution Prevention Plan (SWPPP) by a certified Qualified SWPPP 
Developer (QSD). All site drainage and grading permit applications submitted to 
the Santa Clara Building Division shall include a city of Santa Clara "C3" data 
form, available on this web page:https://www.santaclaraca.gov/our-
city/departments-g-z/public-works/environmental-programs/stormwater-pollution-
prevention and will be routed to a contract consultant for review. 

BD4. No California construction code review is being done at this time. The 
construction permit application drawings submitted to the Santa Clara Building 
Division shall include an overall California Building Code analysis, including; 
proposed use and occupancy of all spaces (19' CBC Ch. 3), all building heights 
and areas (19' CBC Ch. 5), all proposed types of construction (19' CBC Ch. 6), 
all proposed fire and smoke protection features, including all types of all fire rated 
penetrations proposed (19' CBC Ch. 7), all proposed interior finishes fire 
resistance (19' CBC Ch. 8), all fire protection systems proposed (19' CBC Ch. 9), 
and all means of egress proposed (19' CBC Ch. 10). -Noncombustible exterior 
wall, floor, and roof finishes are strongly encouraged. 
• During construction retaining a single company to install all fire rated 

penetrations is highly recommended. 
• The grade level lobbies shall be min.1 hour rated all sides and above. 
• All stair shafts shall be min. 1 hour rated. 
• All elevator shafts shall be min. 1 hour rated. 
• All trash chute shafts shall be min. 1 hour rated. 
• Recommendation: provide a minimum of two trash chutes; one for 

recyclables, one for trash, each trash chute to be routed down to a grade 
level trash collection room. 

• Any trash rooms shall be min. 1 hour rated all sides and above. 
BD5. The overall project construction permit application shall include the geotechnical, 

architectural, structural, energy, electrical, mechanical, and plumbing drawings 
and calculations. Prior to the issuance of the overall project construction permit, a 
conditions of approval review meeting must be held in city hall, which meeting 
must be attended by the on-site field superintendent(s). The meeting will not be 
held without the attendance of the on-site field superintendent(s). The on-site 
grading permit shall be a separate permit application to the Building Division. 

BD6. Temporary Certificates of Occupancy will not be routinely issued, and will be 
considered on a very limited basis only when there is a clear and compelling 
reason for city staff to consider a TCO. A TCO will be approved only after all 
applicable City staff have approved in writing; Planning, P.W./ Engineering, Fire 
Prev., Santa Clara Water, Silicon Valley Power, and any other applicable 
agencies such as the Santa Clara County Health Dept., with the Building Division 
being the final approval of all TCO.'s. 

BD7. See Title 15 of the Santa Clara City Code for any amendments to the California 
Building Codes. 

http://www.scvurppp-w2k.com/construction_bmp.shtml
https://www.santaclaraca.gov/our-city/departments-g-z/public-works/environmental-programs/stormwater-pollution-prevention
https://www.santaclaraca.gov/our-city/departments-g-z/public-works/environmental-programs/stormwater-pollution-prevention
https://www.santaclaraca.gov/our-city/departments-g-z/public-works/environmental-programs/stormwater-pollution-prevention


 

1365 Main Street and 1070 Lewis Street  PLN21-15422  
Conditions of PD Rezone and Architectural Approval              
Page 4 of 10  
                                                                              

BD8. This project is subject to the provisions of the City of Santa Clara 2022 Reach 
Code, effective January 2022 See Ordinance No. 2034 and/or Title 15 of the 
Santa Clara City Code.  

a. Chp. 15.36 – Energy Code for “all electric” provisions for new construction. 
b. Chp. 15.38 – Green Building Code for additional Electric Vehicle Charging 

requirements for new construction.  

ENGINEERING 
E1. Obtain site clearance through Public Works Department prior to issuance of 

Building Permit. Site clearance will require payment of applicable development 
fees. Other requirements may be identified for compliance during the site 
clearance process. Contact Public Works Department at (408) 615-3000 for 
further information. 

E2. All work within the public right-of-way and/or public easement, which is to be 
performed by the Developer/Owner, the general contractor, and all 
subcontractors shall be submitted within a Single Encroachment Permit to be 
reviewed and issued by the City Public Works Department. Issuance of the 
Encroachment Permit and payment of all appropriate fees shall be completed 
prior to commencement of work, and all work under the permit shall be 
completed prior to issuance of occupancy permit. 

E3. Submit public improvement/Encroachment Permit plans prepared in accordance 
with City Public Works Department procedures which provide for the installation 
of public improvements directly to the Public Works Department. Plans shall be 
prepared by a Registered Civil Engineer and approved by the City Engineer prior 
to approval and recordation of subdivision map and/or issuance of building 
permits. 

E4. Existing non-standard or non-ADA compliant frontage improvements shall be 
replaced with current City standard frontage improvements as directed by the 
City Engineer or his designee. 

E5. Damaged curb, gutter, and sidewalk within the public right-of-way along 
property’s frontage shall be repaired or replaced (to the nearest score mark) in a 
manner acceptable to the City Engineer or his designee. The extents of said 
repair or replacement within the property frontage shall be as directed by the City 
Engineer or his designee. 

E6. Each parcel shall have separate sanitary sewer, water, electric, and gas service 
laterals, and separate cable, phone, and internet service connections. 

E7. After City Council approval of the Tentative Map, submit the Subdivision Map, 
prepared by a Licensed Land Surveyor or a Registered Civil Engineer with Land 
Surveyor privileges to the Engineering Department. The submittal shall include a 
title report, closure calculations, and all appropriate fees. 

E8. Traffic improvements must comply with the City of Santa Clara Standard 
Specifications for Public Works Construction. 



 

1365 Main Street and 1070 Lewis Street  PLN21-15422  
Conditions of PD Rezone and Architectural Approval              
Page 5 of 10  
                                                                              

E9. Improvements within 10 feet of a driveway must be less than 3 feet or greater 
than 10 feet per City Standard Detail TR-9. 

 
STREET DIVISION 

Landscape 
L1. No cutting of any part of public trees (City street trees), including roots, shall be 

done without securing prior approval of the City Arborist. Tree trimming/removal 
shall be done in accordance to the City of Santa Clara Tree Preservation/City 
Arborist specifications and with direct supervision of a certified arborist 
(Certification of International Society of Arboriculture). 

Solid Waste 
SW1. This property falls within the City’s exclusive franchise hauling area. The 

applicant is required to use the City’s exclusive franchise hauler and rate 
structure for any hired debris boxes. Prior to the issuance of a Public Works 
clearance, the project applicant shall complete and sign the Construction and 
Demolition (C&D) / Waste Management Rules and Regulations Form.  

SW2. All refuse from all residential within the city shall be collected at least once a 
week, unless otherwise approved in writing (SCCC 8.25.120). Garbage service 
level required for residential developments shall be no less than twenty (20) 
gallons per unit.   

Stormwater 
ST1. The applicant shall incorporate Best Management Practices (BMPs) into 

construction plans. Include the SCVURPPP Countywide Construction BMPs Plan 
Sheet with the plans. 

 
WATER 
W1.  New Potable Water Services: For each parcel that will be served by an onsite fire 

suppression system (e.g. fire sprinklers), the project shall be required to upgrade 
the existing potable water service to a 1” service and meter. 

W2.  Utility Separations: All new potable water services shall maintain a minimum of 
10’ separation from sewer laterals. 

W3.  Encroachment Permit: Prior to issuance of Building Permits, the applicant shall 
submit an encroachment permit application and design plans for construction of 
water utilities that comply with the latest edition of the Water & Sewer Utilities 
Water Service and Use Rules and Regulations, Water System Notes, and Water 
Standard Details and Specifications.  In addition, prior to the City's issuance of 
Occupancy, the applicant shall construct all public water utilities per the approved 
plans.  The Water & Sewer Utilities will inspect all public water utility installations 
and all other improvements encroaching public water utilities.   

W4.  Utility Design Plans: Utility Design Plans shall indicate the pipe material and the 
size of existing water, recycled water and sewer main(s). The plans shall show 
the nearest existing fire hydrant and the two nearest existing water main line gate 
valves near the project area. The plans shall show meter and backflow 
configurations to scale and per City of Santa Clara Water & Sewer Utilities 

https://www.santaclaraca.gov/home/showpublisheddocument/73809/637558286679830000
https://www.santaclaraca.gov/home/showpublisheddocument/73809/637558286679830000
https://www.santaclaraca.gov/home/showpublisheddocument/75680/637723146439500000
https://www.santaclaraca.gov/home/showpublisheddocument/75680/637723146439500000
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Standard Details. Note that all new water meters and backflow prevention 
devices shall be located behind the sidewalk in a landscape area. Fire hydrants 
should be located two feet behind monolithic sidewalk if sidewalk is present; two 
feet behind face of curb if no sidewalk is present, per City Std Detail 18. The 
plans shall provide the profile section details for utilities crossing water, sewer, or 
recycled water mains to ensure a 12” minimum vertical clearance is maintained.  

W5.  Utility Separations: Applicant shall adhere to and provide a note indicating that all 
horizontal and vertical clearances comply with State and local regulations. The 
applicant shall maintain a minimum 12” of vertical clearance at water service 
crossing with other utilities, and all required minimum horizontal clearances from 
water services: 10' from sanitary sewer utilities, 10’ from recycled water utilities, 
8' from storm drain utilities, 5' from fire and other water utilities, 3' from 
abandoned water services, 5' from gas and electric utilities, and 5’ from the edge 
of the propose or existing driveway. For sanitary sewer, water, and recycled 
water utilities, the applicant shall maintain a minimum horizontal clearance of 10' 
from existing and proposed trees. If applicant installs tree root barriers, clearance 
from tree reduces to 5' (clearance must be from the edge of tree root barrier to 
edge of water facilities). No structures (fencing, foundation, biofiltration swales, 
etc.) allowed over sanitary sewer, potable water and/or recycled water utilities 
and easements.  

W6.  City Standard Meters and Backflows: All proposed meters and backflows for all 
water services shall meet the current City of Santa Clara Water & Sewer Utilities 
Standard Details. Plans shall show meter and backflow configurations to scale.   

W7.  Existing Services: The applicant must indicate the disposition of all existing water 
and sewer services and mains on the plans.  If the existing services will not be 
used, then the applicant shall properly abandon these services to the main per 
Water & Sewer Utilities standards and install a new service to accommodate the 
water needs of the project. The applicant shall bear the cost of any relocation or 
abandonment of existing Water Department facilities required for project 
construction to the satisfaction of the Director of Water and Sewer Utilities.  

W8.  On-Site Storm Drain Treatment: Prior to issuance of Building Permit, the 
applicant shall submit plans showing any onsite storm water treatment system. 
The plan shall include a section detail of the treatment system. No water, sewer, 
or recycled water facilities shall be located within 5-feet of any storm water 
treatment system.  

W9.  Prior to issuance of Building Permits, the applicant shall submit plan details for all 
water features (including but not limited to fountains and ponds) designed to 
include provisions for operating the system without City potable water supply and 
capable of being physically disconnected from source of potable water supply 
during City declared water conservation periods, to the satisfaction of the 
Director of the Water & Sewer Utilities.  Decorative water features may be 
permanently connected to the City’s recycled water supply.  

W10.  Easements: Prior to City’s issuance of Building or Grading Permits, the applicant 
shall provide a dedicated water utility easement around the backflow prevention 
device onsite. The water utility easement for the water services and all other 
public water appurtenances shall be a minimum 15 feet wide and be adjacent to 
the public right-of-way without overlapping any public utility easement. 
Additionally, the applicant shall submit plans defining existing easements so 
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Water Division can verify if there are any conflicts with proposed easements and 
water utilities.   

W11.  Underground Fire Permit: Prior to issuance of Building Permits, applicant shall 
submit an underground fire permit unless otherwise waived by the Fire 
Department. If fire flow information is needed, applicant shall coordinate with 
Water and Sewer Utilities Department, for fire flow information at (408)615-2000. 
A dedicated fire service line, with an approved backflow prevention device, shall 
be used for on-site fire hydrants. Fire service lines required for commercial and 
industrial use shall be sized appropriately per fire flow demand and code 
requirements.  

W12.  Water Shortage Response Actions: Pursuant to the City of Santa Clara’s Urban 
Water Management Plan, during times of drought or water shortage, the City 
implements water shortage response actions in accordance with the level of 
water shortage declared. All construction activities and all new irrigation 
connections are subject to the Water Shortage Response Actions in effect at the 
time of construction and connection of the irrigation service. 

  
POLICE 
PD1. Address numbers shall be clearly visible from the street and shall be a minimum of six 

(4) inches in height and a color contrasting with the background material. Numbers shall 
be illuminated during hours of darkness. Where multiple units/buildings occupy the same 
property, all unit/building addresses shall be clearly visible. If that is not possible, a sign 
listing all addresses shall be posted at the main entrance or front of the property. 

FIRE 
F1.  Fire apparatus access roadways shall be provided so that all portion of an 

exterior wall of the first story of the buildings are located more than 150 feet from 
fire apparatus access as measured by an approved route around the exterior of 
the building. Ariel access roadways shall be located a minimum of 15 feet and a 
maximum of 30 feet from the protected building, or the project team will be 
required to mitigate the lack of compliance. If these conditions can not be met the 
project team will be required to complete an Alternative materials, design and 
methods of construction and equipment application. The required mitigation 
measure will be determined by the Fire Department. 

F2.  At time of Building Permit application provide documentation to show the 
minimum required fire-flow for the building based on the construction type and 
square footage in accordance with the California Fire Code, Appendix B, Table 
B105.1 can be met. A 75% reduction in fire-flow is allowed with the installation of 
a automatic fire sprinkler system designed in accordance with California Fire 
Code § B105.2.  The resulting fire-flow shall not be less than 1,500 gallons per 
minute (or 1,000 gallons per minute for NFPA 13 fire sprinkler systems) minute 
for the prescribed duration. 

F3.  At time of Building Permit application, the required number, location and 
distribution of fire hydrants for the building based on the California Fire Code, 
Appendix C, Table C102.1 shall be incorporated into the construction documents.  
The required number of fire hydrants shall be based on the fire-flow before the 
reduction. 

F4.  At time of Building Permit application, construction documents for proposed fire 
apparatus access, location of fire lanes and construction documents and 
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hydraulic calculations for fire hydrant systems shall be submitted to the Fire 
Prevention and Hazardous Materials Division. 

F5.  Prior to the start of construction, fire protection water supplies shall be installed 
and made serviceable prior to the time of construction or prior to combustible 
materials being moved onsite, unless an approved alternative method of 
protection is approved by the Fire Prevention and Hazardous Materials Division. 

F6.  At time of Building Permit application, construction documents for the fire 
department apparatus access roads are required submitted to the Fire 
Prevention and Hazardous Materials Division.  Access roadways shall be 
provided to comply with all of the following requirements: 

a. Fire apparatus access roadways shall be provided for every facility, 
building, or portion of a building hereafter constructed or moved when any 
portion of an exterior wall of the first story of the building is located more 
than 150 feet from fire apparatus access as measured by an approved 
route around the exterior of the building. 

b. Fire apparatus access roadways shall have a “minimum” width of a fire 
apparatus access roadway for Engines is 20 feet.  The “minimum” width of 
roadways for aerial apparatus is 26 feet.  Ariel access roadways shall be 
located a minimum of 15 feet and a maximum of 30 feet from the 
protected building and the sides of the building requiring access shall be 
approved by the Fire Department. Trees, overhead wiring, etc. shall not 
conflict with any means of fire department access.  

c. Fire access roadways shall have a “minimum” unobstructed vertical 
clearance of not less than 13 feet 6 inches.  Aerial apparatus access 
roads may require additional vertical clearance.  

d. Fire access roadways shall All fire department access roadways shall be 
an all-weather surface designed to support the imposed load of fire 
apparatus with a gross vehicle weight of 75,000-pounds. 

e. Fire apparatus access roadways shall have a “minimum” inside turning 
radius for fire department access roadways shall be 36 feet or greater. 

f. Dead-end fire apparatus access roadways in excess of 150 feet in length 
shall be provided with approved provisions for turning around. 

g. Traffic calming devices are not permitted on any designated fire access 
roadway, unless approved by the Fire Prevention & Hazardous Materials 
Division. 

h. All Fire Department Access roadways shall be recorded as an Emergency 
Vehicle Access Easement (EVAE) on the final map.  No other instruments 
will be considered as substitutions such as P.U.E, Ingress/Egress 
easements and/or City Right-of-Ways. 

i. All gates installed on designated fire department access roads are 
required to electrically automatic powered gates. Gates shall be provided 
with an emergency battery power supply, or shall be a fail-safe design, 
allowing the gate to be pushed open without the use of special knowledge 
or equipment. To control the automatic gates a detector/strobe switch 
shall be installed to allow emergency vehicles (e.g., fire, police, ems) to 
flash a vehicle mounted strobe light towards the detector/strobe switch, 
which in turn overrides the system and opens the gate. The gates shall be 
equipped with a TOMAR Strobe Switch or 3M OPTICOM Detector to 
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facilitate this override. Said device shall be mounted at a minimum height 
of seven feet (7’) above the adjacent road surface and is subject to an 
acceptance test witnessed by the Fire Department prior to final approval of 
the project. 

F7.  Provisions shall be made for Emergency Responder Radio Coverage System 
(ERRCS) equipment, including but not limited to pathway survivability in 
accordance with Santa Clara Emergency Responder Radio Coverage System 
Standard. 

F8.  Prior to issuance of a Building Demo Permit, Steps 1 through 3 summarized 
below must be addressed during the planning phase of the project.  Submit 
Phase II environmental documents: 

a. Step 1 – Hazardous Materials Closure (HMCP):  This is a permit is issued 
by the Santa Clara Fire Department, Fire Prevention & Hazardous 
Materials Division.  Hazardous materials closure plans are required for 
businesses that used, handled or stored hazardous materials.  While 
required prior to closing a business this is not always done by the 
business owner, and therefore should be part of the developer’s due 
diligence.  The hazardous materials closure plans demonstrate that 
hazardous materials which were stored, dispensed, handled or used in the 
facility/business are safely transported, disposed of or reused in a manner 
that eliminates any threat to public health and environment.   

b. Step 2 – Site Mitigation:  Site mitigation is the cleanup or management of 
chemical contaminants in soil, soil vapor or groundwater.  The type and 
extent of contamination on site(s) governs which of the regulatory 
agencies noted below will supervise the cleanup. 

• Santa Clara Fire Department, Fire Prevention & Hazardous 
Materials Division (CUPA) 

• Department of Toxic Substances Control (DTSC) 
• State Water Resources Control Board 
• Santa Clara County, Department of Environmental Health.   

c. Step 3 – Community Development, Building Division Demolition 
Application:  For the majority of projects within the City of Santa Clara, 
Steps 1 and/or 2 described above need to be completed prior to 
proceeding to demolition application in order to avoid permit approval 
delays.  The purpose of a demolition permit is to ensure that the parcel is 
clear of debris and other health hazard material (lead, asbestos, etc.) and 
that the utility connections have been plugged and sealed.”   

If the project intends to contract with a State or County Agency for onsite/offsite 
environmental remediation activities the following documentation shall be provided 
to the Fire Prevention & Hazardous Materials Division prior to issuance of a Building 
Permit for demolition or grading: 

• Oversight agency case number; and 
• Oversight mangers contact name, phone number. 

 

PARKS & RECREATION 
PR1. The new construction for the ADU on 1070 Lewis St. is not subject to City Code 

Chapter 17.35. 
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PR2. Dwelling Unit Tax.  The addition of 2 bedrooms to an existing two-bedroom single 
family home is subject to the dwelling unit tax in the amount of $10.00. 
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